
SUNDOWN
Modelo Capacidade (L) Lub. Recomendado

Future 125 0.8

Hunter 100 0.9

Max SE/SED 1

STX 125 1

STX/Motard 200 1.1

Vblade 250 1.8

Web 100 0.9

 

ROYAL ENFIELD

Modelo Capacidade (L) Lub. Recomendado

Bullet 500 /
Classic 500

2.3 - 2.5

Classic 350 2.2

Continental GT 535 
(2014 a 2018)

2.3 - 2.5

Continental GT 650 
/ Interceptor 650

3.1

Himalayan /
Scram 411

1.6

Meteor 350 2.2

Super Meteor 650 3.1

SUZUKI  

Modelo Capacidade (L) Lub. Recomendado

Burgman 125 / 125i 0.8

Burgman 400 1.3

Burgman 650 2.9

Bandit 650 3.5 

Bandit 1200 3.5

Bandit 1250 3.5

Boulevard M800 3.4

Boulevard 1500 4.3

Boulevard 1800 4.5

DRZ 400 1.8

Gladius 2.7

GS 120 1

GS 500 2.9

GSR 125 1.1

GSR 150 1.1

GSR 750 /
GSX-S 750

3.6

GSX-S 1000 3.2

GSX 1250 3.5

GSX 650F 3.5

GSX 750F 3.5

GSX-R 750 2.5

GSX-R 1000 3.3

Hayabusa / B-King 3.3

Hayabusa
(2022 em diante)

3.4

Inazuma 2.4

Intruder 125 0.85

SV 650 2.9

V-Strom 650 2.6

V-Strom 1000 3.1

V-Strom 1050 3

Yes 1.1

TRIUMPH

Modelo Capacidade (L) Lub. Recomendado

Bonneville T100/T120 3.8

Daytona 675 3.1

Daytona 955i 3.4

Rocket III 4.6

Scrambler 900 3.8

Scrambler 1200 3.4

Speed Triple 1050 3.2

Speed Twin 3.8

Sprint ST 1050 3.2

Street Triple 675 3.1

Street Cup / 
Street Twin

3.4

Thruxton 3.8

Thunderbird 900 3.8

Thunderbird 1700 4.2

Tiger 800 3.6

Tiger 900 3.75

Tiger 955 3.5

Tiger 1200 4

Tiger Sport 660 4

Tiger Sport / 
Tiger 1050

3.5

Trident 660 4

KYMCO

Modelo Capacidade (L) Lub. Recomendado

Agility 200i 0.8

People GTi 300 1.3

Downtown 300i 1.3

AK 550i 2.7

MV AGUSTA

Modelo Capacidade (L) Lub. Recomendado

Brutale 800 2.5

Brutale 1090RR 3.5

F3 800 2.5

F4 1000 3.5

Rivale 800 2.5

SHINERAY

Modelo Capacidade (L) Lub. Recomendado

Bike 50 0.9

Bolt 250 1.2

Bravo 200 0.9

Cargo 200 1.2

Cross 50 0.8

Discovery 250 1.2

Explorer 150
1.2 (Até 2014)

1 (2015 em diante)

Fire 150 1.1

Future 150 0.8

Jet 125 0.9

Jet 50/50+ 0.8

Liberty 50 0.8

New Super Smart 50 0.9

Phoenix 50/50+ 0.8

Retro 50/EX 0.9

Strong 200 1.2

Venice 50 0.9

Worker 125 0.8

Worker 150 Cross 0.9

KTM

Modelo Capacidade (L) Lub. Recomendado

Adventure 950 3.5

Adventure 990 3

Adventure 1190 3.6

Super Adventure 
1290

3.6

Supermoto /
Superduke /
Superenduro 950

3

Supermoto /
Superduke /
Superenduro 990

3

Supermoto /
Superduke /
Superenduro 1190

3.6

Superduke 1290 3.6

Duke 200 1.5

Duke 390 1.6

EXC-F 250/350 1

EXC 300 0.6

HUSQVARNA

Modelo Capacidade (L) Lub. Recomendado

610
(Todas as versões)

1.7

701
(Todas as versões)

1.7

Svartpilen 401 1.7

TE 300i 0.7

450 / 501
(Todas as versões)

1.2

INDIAN

Modelo Capacidade (L) Lub. Recomendado

Chief 5.2 - 5.6

Chieftain 5.2 - 5.6

Scout 2.8 - 3.8

Roadmaster 5.2 - 5.6

 \

KASINSKI

Modelo Capacidade (L) Lub. Recomendado

Comet 150 1

Comet 250 GT/GTR 1.5

Comet 650 GT/GTR 3.2

CRZ 150 (Todas) 1

Mirage 250 1.5

Mirage 650 3.2

Prima 150 1.1

Seta 125 1

Seta 150 1.3

Soft 50 0.7

Way 125 1

Win 110 0.7

KAWASAKI

Modelo Capacidade (L) Lub. Recomendado

Concours 14 4.4

D-tracker 1.1

ER-6N 1.8

KX 250 0.8

KLX 450 1.1

KX 450 0.98

Ninja 1000 3.8

Ninja 250R 1.4

Ninja 300 2.2

Ninja 400 2

Ninja 650R 1.9

Ninja ZX-10R

3.7 (2004-2007)

4 (2008-2010)

3.7 (2011 em diante)

Ninja ZX-14R 4.6 - 4.7

Ninja ZX-6R 3.6 - 3.8

Versys 300 2.2

Versys 650 1.9

Versys 1000 3.8

Vulcan 900 3.2

Vulcan S 650 1.9

Z300 2.2

Z400 2

Z650 / Z650RS 2.3

Z750 3.3

Z800 3.4

Z900 / Z900RS 3.6

Z1000 3.8

HONDA

Modelo Capacidade (L) Lub. Recomendado

ADV 150 0.9

Africa Twin CRF 1000L 4.1

Africa Twin CRF 1100L 
(todas as versões)

4

Biz 100 0.7

Biz 110 / 125 0.7

CB 1000R 3

CB1300SF 4

CB 250 Twister 1.4

CB 300F Twister 1.6

CB 300R 1.5

CB 400 2.5

CBR 450 3

CB 500 (97- 04) 3.1

CB500 F/R/X
(14 em diante)

2.6

CB 600F Hornet
(carburada)

3.8  

CB 600F Hornet
(injetada)

2.8

CB 650F/R 2.6 - 2.9

CBR 1000RR 
Fireblade

3.1 (04-07)

3 (08-16)

2.7 (17 em diante)

CBR 600RR
2.9 (04-06)

2.8 (08 em diante)

CBX 200 Strada 1.1

CBX 250 Twister 1.5

CBX 750F 3.5

CG 125
(Todas as versões)

1 (Até 2010)

1 (2011 em diante)

CG 150
(Todas as versões)

1 (Até 2010)

1 (2011 em diante)

CG 160
(Todas as versões)

1  

CRF 230F 1

CRF 250L 1.5

CRF 250R/X 1.12

CRF 450R/X 1.04

Elite 125 0.8

Forza 350 1.5

Gold Wing GL 1800 3.7

Lead 110 0.7

NC 700X / NC 750X 3.4

NX 200 1.1

NX 350 Sahara 1.3

NX 400 Falcon
(Todas as versões)

1.8

NXR 125 Bros 1.1

NXR 150 Bros 1

NXR 160 Bros 1

PCX 0.9

Pop 100 0.7

Pop 110i 0.8

SH 150i 0.9

SH 300i 1.4

Shadow 600 2.25

Shadow 750 2.6

VFR 1200
(Todas as versões)

3.6

X-ADV 3.4

XL 1000 Varadero 3.6

XL 700 Transalp 2.3

XR 200R 1.1

XR 250 Tornado 1.5

XRE 190 1

XRE 300 1.5

HAOJUE

Modelo Capacidade (L) Lub. Recomendado

Chopper Road 150 1

DK 150 1

DR 160 1.1

Lindy 125 1

Master Ride 150 1

NK 150 1

Nex 115 0.8

VR150 1

DUCATI

Modelo Capacidade (L) Lub. Recomendado

Diavel
(Todas as versões)

4

Diavel 1260
(Todas as versões)

4.2  

Hypermotard 796 3.4

Hypermotard /
Hyperstrada 821
(Todas as versões)

3.4  

Hypermotard 939
(Todas as versões)

3.35

Hypermotard 950
(Todas as versões)

3.35  

Monster 696 3.4

Monster 796 3.7  

Monster 821 3.2

Monster 937 3.1

Monster 1100
(Todas as versões)

3.5

Monster 1200 
(Todas as versões)

3.9  

Multistrada 950 
(Todas as versões)

3.4

Multistrada 1200 
(Todas as versões)

4.1  

Multistrada 1260
(Todas as versões)

4.2

Multistrada V2
(Todas as versões)

3.4

Multistrada V4
(Todas as versões)

4.4

Scrambler
(Todas as versões)

3.4  

Streetfighter 
848 / 1098

3.7

Streetfighter V2 3.8

Streetfighter V4
(Todas as versões)

3.4

Superbike 848
/ 1098 / 1198
(Todas as versões)

3.7  

Panigale 899 / 959 / 
1199 / 1299 
(Todas as versões)

3.7

Panigale V2
(Todas as versões)

3.8

Panigale V4
(Todas as versões)

3.4

HARLEY-DAVIDSON

Modelo Capacidade (L) Lub. Recomendado

Sportster 883
(Todas as versões)

2.8 - 3.4

Sportster 1200
(Todas as versões)

2.8 - 3.4  

Dyna 1340
(Todas as versões)

2.8 - 3.0

Dyna 1450
(Todas as versões)

2.8 - 3.0  

Softail 1340
(Todas as versões)

2.8 - 3.0

Softail 1450
(Todas as versões)

2.8 - 3.0  

Touring Electra Glide 
1340 / 1450
(Todas as versões)

3.6 - 3.8

Touring Road King 
1340 
(Todas as versões)

3.6 - 3.8  

Touring Road King 
1450 (Todas as versões)

3.3 - 3.5

Vrod
(Todas as versões)

4.7  

YAMAHA

Modelo Capacidade (L) Lub. Recomendado

Crosser 150
(Todas as versões)

1.1

Crypton 115 0.85

Factor 125 /
YBR125
(Todas as versões)

1

Factor 150 /
Fazer 150
(Todas as versões)

1

Fazer 250
(Todas as versões)

1.45

Fazer 600 / FZ 6
(Todas as versões)

2.8

Fluo ABS 0.8

Dragstar 650 2.8

Dragstar 1100 3.1

DT 180 0.75

DT 200 1.2

Midnight Star 
XVS 950

4

MT-01 4.1

MT-03 (660cc) 3.1

MT-03 (321cc) / R3 2.1

MT-07 2.6

MT-09 /
Tracer 900 GT

2.7

Neo AT 115 0.8

Neo AT 125 UBS 0.8

Nmax 160 0.9

RD 350 1.56

TDM 225 / XT 225 1.1

TDM 850 3.6

TDM 900 3.9

Tmax 2.9

TTR-230 1.1

Vmax 4.7

Virago XV250 1.6

Virago XV535 2.8

WR 250F 0.75

WR 450F 0.65

XJ 6
(Todas as versões)

2.8

Xmax 250 1.6

XTZ 125
(Todas as versões)

1

XTZ 250 Lander / 
Ténéré

1.45

XT 600 2.8

XT 660 /
Ténéré 660

2.6

XTZ 1200 
Super Ténéré

3.4

YZF-R6 2.6

YZF-R1

3.10 (2004 a 2008)

3.9 (2009 a 2014)

4.1 (2015 em diante)

BMW

Modelo Capacidade (L) Lub. Recomendado

C600 Sport 3.1

C650 GT 3.1

F650 monocilindrica 
(Todas as versões)

2.3

F700 GS 2.9

F750 GS 3

F800 
(Todas as versões)

2.9

F850 GS 3

F900R
(Todas as versões)

3

G650 monocilindrica 
(Todas as versões)

2.3

G310 
(Todas as versões)

1.7

G450
(Todas as versões)

1.15

K1200 
(Todas as versões)

3.5

K1300 
(Todas as versões)

4

K1600 
(Todas as versões)

4.5

R1100 
(Todas as versões)

3.75

R1150 
(Todas as versões)

3.75

R1200 
(Todas as versões 
arrefecidas a ar)

4

R1200 
(Todas as versões com 
arrefecimento líquido)

4

R1250
(Todas as versões)

4

R Nine T 4

S1000 
(Todas as versões)

3.5

DAFRA

Modelo Capacidade (L) Lub. Recomendado

Apache RTR 150 1

Apache RTR 200 1.2

Cityclass 200i 1

Citycom 300i 1.2

Citycom HD 300 1.2

Cruisym 150 1

Cruisym 300 1.2

Fiddle III 0.95

Horizon 150 1

Horizon 250 1.35

Kansas 150 1

Laser 150 0.9

Maxsym 400i 1.9

Next 250 1.7

NH 190 1

Riva 150 1.2

Roadwin 250R 1.35

Smart 125 0.8

Speed 150 1

Super 100 0.7

Super 50 0.7

Zig 110 0.8

APRILIA

Modelo Capacidade (L) Lub. Recomendado

Dorsoduro 750 3.2

Dorsoduro 900 3.2

Dorsoduro 1200 3.2

Mana 850
Mana 850 GT

2.6

Pegaso 650 2.2

RSV4
(Todas as versões)

4  

Tuono V4
(Todas as versões)

4

Shiver 750 3.2

BAJAJ

Modelo Capacidade (L) Lub. Recomendado

Dominar 160 1,2

Dominar 200 1,2

Dominar 400 1,7


